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Match Up
NOT 

APPROVED

APPROVED: Plug & PlayDNA R-410A Furnace

DNA R-32 Furnace

DNA R-410A Furnace
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Amana Brand (DNA)  

R-410A Outdoor

Approved/Not Approved.
Step Four.

Furnace.
Step Three.

Coil..
Step Two.

Outdoor Unit.
Step One.

APPROVED: Plug & Play

APPROVED: A total of 5 button pushes of 
DNA R-32 furnace to convert to DNA 

R-410A furnace - must disable A2L function 
from furnaced PCB as per IO manual

APPROVED: A total of 5 button pushes of 
DNA R-32 furnace to convert to DNA 

R-410A furnace - must disable A2L function 
from furnaced PCB as per IO manual

DNA = Daikin, Goodman, or Amana Brand.
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R-32 System Match-ups (R-410A Outdoor)

NOTE: The Zoning and Accessory Control Kit for R-32 Systems (Part # 0230K00007) is required for any existing R-410A furnaces or air handlers and all new R-32 sensing furnaces and air 
handlers that will be matched with R-32 coil and outdoor unit systems that include electronic accessories such as zoning, electronic air cleaners, UV lamps, humidifiers, or dehumidifiers, as well 
as any other IAQ or devices with an ignition source.
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R-32 System Match-ups (R-32 Outdoor)

FO
R

 A
D

D
IT

IO
N

A
L 

SU
P

P
O

R
T:

8
55

-D
A

IK
IN

-1
 (

8
55

-3
24

-5
4

61
) 

o
r 

te
ch

ni
ca

ls
er

vi
ce

s@
d

ai
ki

nc
o

m
fo

rt
.c

o
m

Approved/Not Approved.
Step Four.

Furnace.
Step Three.

Coil..
Step Two.

Outdoor Unit.
Step One.

DNA = Daikin, Goodman, or Amana Brand.

APPROVED:�Other OEM R-32 
conversion kit and sensor required

Match Up
NOT 
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R-32 Outdoor

APPROVED: Plug & Play
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����������������DNA R-32 Furnace

Other OEM (R-32 as A2L)
Non-communicating

Other OEM (R-410A)
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Other OEM (R-410A or 
A2L) Communicating
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NOT 
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R-32 Systems Required. 0230K00044

APPROVED (Coil Only Rating):�Furnace 
Integration Kit for R-32 Systems Required. 
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NOTE: The Zoning and Accessory Control Kit for R-32 Systems (Part # 0230K00007) is required for any existing R-410A furnaces or air handlers and all new R-32 sensing furnaces and air 
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as any other IAQ or devices with an ignition source.


